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Five NEW High End Android Terminals At Traditional Terminal Prices

One Android kernel for all terminals -
supports all stand-alone and semi-integrated features and functions.

QD1 b QD2 p

Rigid Wireless Mobile Wireless

4G, WiFi, Bluetooth « 4G, WiFi, Bluetooth
» 2D zebra scanner + 5.5” touch screen
* FP biometrics + E SIM world coverage
* Replaceable battery = 7.4V - 2 x 2600mAh batteries
« 4" Touch screen + All-In-One DejaPayPro
+ Secure keyboard * Charging base

QD4 p QD5 »
Desktop Terminal PIN Pad Terminal
- Quad-Core @ 1.1GHz - Ethernet, WiFi, USB

+ Ethernet, WiFi, USB
+ Large touch screen
50 fL. paper roll

+ Multi-lane & stand-alone
+ SPIn enabled
* Mounting plate




QD3 p

mPOS Terminal

+ 4G, WiFi, Bluetooth

+ 4" touch screen

* Multi-unit charger

+ Pocket size

- Insertion, MSR, contactless
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SPECIFICATIONS (unless specified, QD4 & QD5 are comparable with the QD2)

Software Platform

Fingerprint Sensor (optional)

Future Android Hardware

AURA plus Q2 Kernel for quick
integration to future terminals

@ m Powered by Dejavoo’s

superior software design

Communication

Secure Android

Processor

QD1 & QD2: Quad-Core @ 1.1GHz
QD3: Qualcomm + secure chip

Memory

QD1 & QD2: 1GB RAM, 8GB Flash
QD3: 512MB RAM, 4GB Flash

Display
QD1 & QD3: 4" color LCD with touch panel
(80O x 480)

QD2: 5.5” color LCD with touch panel
(720 x 1280)

Printer

QD1 & QD2: 58mm thermal printer, printing
speed 50mm per second

Scanner

QD2 & QD3: 1D and 2D barcode scanner
QD1: Barcode & 2D barcode scanner, zebra
barcode imager (optional)

Camera

QD1 & QD2: 5M with auto-focus and flash

Audio
QD2 & QD3: Built-in microphone, speaker

Capacitive sensor: 20 x32mm, 508dpi, can
recognize fake fingers; supports ANSI-378,
180 19794-2, ISO 19794-4

Security

QD2 & QD3: PCI PTS 5.0
QD1: PCI PTS 4.1

Contactless

QD2: ISO 14443 Type A & B, Mifare,
Contactless EMV Level 1, MasterCard
Paypass, Visa PayWave, ExpressPay and
D-Pass (in progress)

QD1 & QD3: ISO 14443 Type A & B, Mifare,
Contactless EMV Level 1, MasterCard
Paypass, Visa PayWave, AE ExpressPay,
Discover D-PAS

Chip Card

ISO 7816, EMV Level 1 & Level 2

MSR

1SO 7811, Track 1/2/3, Bi-direction

Slots

QD1 & QD2: Dual SIM or 1SIM & 1SAM,
TFcardx 1
QD3: 1SIM & 13AM, TF card x 1

QD1: GSM, WCDMA, LTE, WiFi, BT, E-SIM
QD2 & QD3: GSM, WCDMA, FDD-LTE,
TDD-LTE, WiFi, BT4.0, E-SIM

QD4 & QD5: Ethernet - USB to Ethernet,
WiFi (no dial)

Satellite USB

QD1, QD2 & QD3: Micro-USB OTG
QD4 & QD5: USB 2.0 host

Satellite Positioning
QD1: GPS, Glonass

Battery

QD1: Lasts for 12 hours
QD2: 7.4V, 2 x 2600mAh
QD3: 3.7V, 3000mAh

Charging

QD2: 5V 2A adapter, supports USB charging
QD3: 5V 1A adapter

Dimensions

QD1: 183 x 76 x 50mm
QD2: 188 x 85 x 69mm
QD3: 127 x 70 x 21mm

Weight

QD1: 450g, QD2: 415g, QD3: 200g,
QD4: 400g, QD5: 400g
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Payment Software Solutions Countertop Terminals

EMV, NFC Contactless, Touch Screen, Dial, IP & WiFi

The Z8 and Z11 countertop payment terminals provide an easy to use EMV payment experience for every business owner.
With “On screen Help', easy access to frequently used options in the “Favorites"Menu, and a simple “Call Me" button to request a
support representative callback, merchants love the ease of use and [SOs love the easy programming of Dejavoo.

< Z8TriComm

EMV and NFC Contactless built-in
EMV 4.x L1 and L2 certified
Tri-comm capability (Dial, IP, & WiFi)

Connect to WiFi easily, self discovering so the terminal
finds all available networks

\ + 24" Color LCD with backlight
_ \ +  Model: The Vega 3000 is PCI PTS certified
: + Apple Pay, Samsung Pay, Google Wallet, Visa payWave,
MasterCard PayPass

Display logo on the screen and print logo on the
transaction receipts

QB2

EMV Certified

GOGreen

Electronic receipts available

P Z11Tri Comm Touch Screen

EMV and NFC Contactless built-in

EMV 4.x L1 and L2 certified

Tri-Comm capability (Dial, IP & WiFi)

3.5" TFT LCD with PCT touch screen

2.4" Color LCD with backlight

Model: The Vega 3000 is PCI PTS certified

Apple Pay, Samsung Pay, Google Wallet, Visa payWave,
MasterCard PayPass,

Display logo on the screen and print logo on the

transaction receipts
Scroll multiple images on the terminal display

when in idle mode

Ideal for signature capture and upload to the EMV Certified
DeNovo business portal

Great solution for SPIn integration to POS systems GOG reen

Electronic receipts available
R @ e\ —
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P> SPECIFICATIONS

Card Readers

Memory

Environment

Magnetic Strip: ISO 7810, 7811 & 7813
Triple Track Bi-Dire®ctional

Contact Card: User Card: 15O 7816 ID-1
1.8V /3V/5VT=0T=1
SAM Card (up to4): 2 for Z8, 2 for Z11

Contactless (standard): ISO 14443 Type A,
B, ISO 18092 NFC and Milfare® and SONY®
Felica ~ Working frequency 13.56MHz

Certifications

Security & Payment: PCIPTS, EMV L1 L2,
TQM, PBOCL1L2

Visa PayWave, MasterCard PayPass,
American Express, & JCB J/ Speedy

Safety, EMC: CE, FCC, BSMI, RoHS

Software

SDK, KMS, TMS, Simulator, CTOS library,
ISO 8583 library, Crypto library

Flash / DDR RAM: 128MB / 64 VB
Micro SD Socket: Optional

Indicator

Operating Temperature: 32°F to 150°F
Storage Temperature: 4°F to 158°F

Display

LED -4 LEDs
Z11: No/ Z8: Yes

Crypto

Z8: 3.5" Color TFT-LCD ~ 320 x 480 pixels
Z11: 24" Color LCD ~ 320 x 4240 pixels

Keypad

TRNG, DES, T'DES, AES, RSA, MK/SK, DUKPT,
T-DES DUKPT

Weight

15standard keys: Yes (both Z8 & Z11)
Function keys: Z11: None, Z8: 6

Graphical Printer

Handset: 0.77lbs (both Z8 & Z11)

Dimensions (Lx Wx D)

2.25"x 80, 4" per second

Processor

Handset: 7.5"x3"x 3" (both Z8 & Z11)

Communications

Dual comm is standard
Ethernet, Dial-up Modem, 2 x RS232,
2 x USB, WiFi (Optional)

32 bits 400MHz Secure Microprocessor

Touch Screen

Z8:No
Z11:Yes

You Focus On Your Merchants - We Focus On You.

Countertop
Terminals
All Dejavoo Countertop
Payment Devices are

EMV Chip Card Ready
and Certified.
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D J Paa;/Xrg)ﬁOmrre Solutions Wireless 4G / 3G /WiFi

EMV, NFC Contactless, Touch Screen, 4G/3G GPRS & WiFi

All Dejavoo Z9 Mobile Payment Devices are EMV Chip Card Ready and Certified.
All come standard with the following features: NFC Contactless Readers for @ pay, Google Wallet, Samsung Pay, etc,,
touch screen for signature on display and PCl compliant Internal PIN Pads with each Z9 Model.

7 10 4

Larger, sleeker flat screen Enhanced, more powerful USB-C charging capability Features both 4G and 3G
with wider keys for battery for improved and allowing for more flexible GPRS, offering wide spread
easier use longer performance charging opportunities communication options

P> Z9 Dual Comm with 4G/3G GPRS & Built-in WiFi

With the versatility of using the GPRS data networks or
connecting to a Wi-Fi network this is the perfect combination
for any mobile merchant. No Wi-Fi available? Use the GPRS
networks. Wi-Fi accessible? Save data usage and connect

to Wi-Fi.

Supporting both 4G/3G GSM networks, the Z9 connects
directly to the host platform as an [P transaction over the
wireless radio, eliminating the need for costly gateways.

D ,.-uoU

Touch screen provides easy, user friendly navigation with the
benefit of signature on the display, ideal for the merchant

on the go. Merchants using the DeNovo business portal can
upload signed receipts for easy access to view, email and
print from any place they can access the web! GOGreen with
electronic receipt options, send receipts to consumers via
email or SMS text message!

(il el Ry

P> Z9 with Built-in WiFi only

The perfect solution for Pay at the table, or justany place
where WiFi is available! The 79 WiFi Only model is the ideal
mobile payment device for restaurant pay at the table EMV,

GOG reen customer completes the transaction!

Electronic receipts available agp @ .
" Eyor=

EMV Certified




P> SPECIFICATIONS

Card Readers

Magnetic Stripe: IS0 7810,7811 & 7813
Triple Track Bi-Directional

Contact Card: User Card: 1SO 7816 ID-1
1.8V /3V/5VT=0,T=1

SAM Card (up to 4): 2

Contactless (optional): 1SO 14443 Type A,
B, ISO 18092 NFC and Mifare® and SONY®
Felica ~ Working frequency 13.56MHz

Dual SIM:Yes

Certifications

PCI PTS 5.X, EMV L1/L2, Visa PayWave,

MasterCard PayPass, American ExpressPay,

D-PAS, Interac Flash, J-Speedy, FeliCa,
UnionPay UICS, TQM, PBOCL1/L2

Communications Interface Options

Wireless: 4G LTE/ 3G / 2G, WiFi, Bluetooth
Wire: USB Type C

Processor

32 bits 400MHz Secure Microprocessor
running powerful Linux based OS

Memory

Flash / DDR RAM: 256MB / 128MB
Micro SD Socket: Yes

Indicator

Audio Buzzer: Yes
Weight

Handset: 0.74Ibs
Power Supply

DC: 5V/2A
Battery: Li-ion 3100mAH

Crypto

TRNG, DES, T'DES, AES, RSA, MK/SK,
DUKPT, T'DES DUKPT

Software

SDK, KMS, TMS, GDB, CTOS library, ISO
8583 library, Crypto library

Printer

48mm width thermal printer, 100mm/sec

Environment

Operating Temperature: 32°F to 122°F
Storage Temperature: 4°F 10 158°F
Operating Humidity: 5% to 90% non-
condensing

Storage Humidity: 0% to 90% non-
condensing

Display

3.5" color TFT-LCD - with capacitive touch
panel -320 x 480 pixels

Dimensions (inches)
Handset: 6.7 (L) x 3.1 (W) x 2.3 (H)
Keypad

Standard Keys: 15
Function Keys:Virtual keypad

You Focus On Your Merchants -We Focus On You.

.’ Powered by
Dejavoo’s superior
software design




P Line Android Terminals D&jaloo
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Three NEW High End Android Terminals

One Android kernel for all terminals - supports all stand-alone and semi-integrated features and functions.

P1D

Desktop Terminal

* Quad-Core 1.3GHz CPU

- Ethernet, WiFi, USB

+ Large 5" touch screen

- USB ports, keyboard & printer

P1 PRODUCT SPECIFICATIONS

0s Communication Magcard support

Android 7.1 2G GSM Support 1/2/3 track, Support Bi-direction,

cPU 3G WCDMA4G Complies with 1ISO7810/781 1 standards
LTE (oplional)

IC-card support

MTK MT6750 Front camera
Cortex-A7 Support smart IC card, complies with
Quad-core 1.3GHz CPU 5.0MP, AF, support 1D/2D 1S7816/EMV/PBOC 3.0 standards
B d tional
Memory arcade scan jopHona) PSAM card slot

Front camera (optional)

8GB ROM + 1GB RAM DDR3 Single PSAM Card slot, complies with

Disol Adaptor 1S07816 standard
i it Input: AC100~240V/0.15A )
5" HD, IPS Output: DC5V/2A Security
1280 x 720 ANSI X9.8/1IS0O9564
Speaker
Bluetooth 0.8W Button
Bluetooth 2.1/3.0/4.2 Dimensions Power button (lock screen button) x1
Support BLE Function button x1
201.83 x 79.24 x 68.37
Wi-Fi . 8 i Environment
Weight s . = =
2.4G/5G Operating temperature: -20°C~50°C
IEEE 802.11 a/b/g/n support Main frame weight: 408g Storage temperature: -30°C~70°C
Battery Interface GPS
Removabile lithium polymer battery 1 Type C USB 2.0 HS, support GPS
7.4V/2600mAh AGP
SIM card slot 2
NG Single SIM Card Slot Sensor (optional)
PBOC 3.0,1SO/ICE, 14443 TypeA&B Support 1.8V/3.0V G-sensor
Mifare card, QPBOC, Paypass,Paywave Proximity Sensor

Light Sensor

CA

¥YEMOE NS 5




P3 )
Handheld Wireless Android

Quad-Core 1.3GHz CPU
- 4G, WiFi
+ Large 5" touch screen
+ USB port
- EMV Contactless or chip & PIN/chip & sign
- Replaceable battery
* Printer
* Keyboard

P3 PRODUCT SPECIFICATIONS
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Dejalloo

Payment Software Solutions

0s Communication Magcard support
Android 7.1 2G GSM Support 1/2/3 track, Support Bi-direction,
3G WCDMA4G Complies with 1I307810/781 1 standards
cru LTE (opti
(optional) ic d "
MTKMIGisd Front camera oo SPED
Cortex-A7 Support smart IC card, complies with

Quad-core 1.3GHz CPU

Memory

8GB ROM + 1GB RAM DDR3

5.0MP, AF, support 1D/2D
Barcode scan (optional)
Front camera (optional)

Adaptor

187816/EMV/PBOC 3.0 standards
PSAM card slot

Single PSAM Card slot, complies with
ISO7816 standard

Dinplay Input: AC100~240V/0. 15A _
5" HD, IPS Output: DC5V/2A Security
1280 x 720 Spoaler ANSI X9.8/1ISO9564
Bluetooth 0.8W Button
Bluetooth 2.1/3.0/4.2 Dinencions Power button (lock screen button) x1
Support BLE Function button x1

201.83 x 79.24 x 68.37
Wi-Fi - 2 A Environment
2.4G/5G Walght Operating temperature: -20°C~50°C
IEEE 802.11 a/b/g/n support Main frame weight: 408g Storage temperature: -30°C~70°C
Battery Interface GPS
Removabile lithium polymer battery 1 Type C USB 2.0 HS, support GPS
7.4V/2600mAh AGP

SIM card slot e
b Single SIM Card Slot Senseropsiand))
PBOC 3.0,ISO/ICE, 14443 Type A&B Support 1.8V/3.0V G-sensor
Mifare card, QPBOC, Paypass, Paywave Proximity Sensor

Light Sensor
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¥YEMOE NS 5




P5 )

Handheld/PIN Pad Wireless Android

Quad-Core 2.0GHz A53
- Bluetooth, WiFi & 4G
- Large 5" touch screen
+ USB port

- EMV Contactless, chip & PIN/chip & sign or swipe
= Lightweight, easy to operate single-handed

P5 PRODUCT SPECIFICATIONS

00EEvE .

. PREAUTH

TICKET
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Payment Software Soiuticns

0s Front camera Security

Android 10.0 N/A (0.3M FF compatible) ANSI X9.8/IS09564, ANSI X9.9/ISO08731,
Master Key!/! ion Key, rt 3DES,

CPU Rear Camera H;; eerzyzigssmn ) SUPPO 5

MTK 6761D ARM VGA Camera (compatible 5M AF), support .

Cortex-AS3 flash light Certificate

Quad-core (4 x 2.0GHz A53)

Memory

8GB ROM + 1GB RAM DDR3
Display

5"HD, IPS
Bluetooth

Bluetooth 5.0
Wi-Fi

2.4G/5G
|IEEE 802.11 a/b/g/n support

Battery

3000mAh
NFC

USB port
USB type-C OTG
RF Bands

Suppart EU & Asia bands/L&A bands

Sensor

N/A (G-sensor, P/L sensor compatible)
Side Keys

Power key/Scanner
Key*2 (can be defined as multi-functional keys)

SIM card slot

One SAM card, complies with 1ISO7816
standards

Magcard support

PBOC 3.0,ISO/ICE, 14443 TypeA&B
Mifare card, QPBOC, Paypass,Paywave

Touch panel

Support 1/2/3 track, complies with
1SO7810/7811 standards

IC-card support

Capacity 2 points

MECCA

G
{;\%ﬁyPAYMENTS

Support smart IC card, complies with
1S7816/EMV/PBOC 3.0 standards

PCI-PTS 5.x (SRED)/

EMVCo L1 //EMVCo L2//
EMVCo L1 CTLSS

Paypass (MC)//Paywave (Visa)//
Expresspay (AMEX)//DPAS
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Payment Gateway Services

The payment gateway service
that empowers ISOs with the
ability to fully control and manage
the payment process and
generate new sales opportunities.

+ True Omni Channel Platform

= Transaction manipulation at the Cloud level

- Easier maintenance for Agents & Merchants

» Added value in a single point —not at the POS
+ Smart transaction routing

» Android ToP - contactless to phone and cards
+ e-Invoice and virtual terminal

- Recurring billing - KYC

+ Faster product development

* SMS and email confirmations

. + Easier support & service — remote diagnostics
Available on all + Fee programs and multi-merchant supported

P Line Android > i
» Buy Now — Pay Later

Terminals. + Payment as service and stand-alone pricing
available

https://meccapayments.com
M E c info@meccapayments.net
N

e 718-509-9319




